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PRECISION BALANCES BASIC LINE - WLC 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Balances series WLC are designed for fast and precise mass determination in laboratory and 
industrial environment. They can also be used in areas with no access to mains (230V), as their 
standard equipment includes internal rechargeable battery and RS 232 output.  Features a stainless 
steel weighing pan and backlit LCD display. 
 
WLC pan size: 125×145, 128×128, 195×195, 290×360 and 400×500 mm. 

Balances (A1 and A2) has a under-hook weighing feature. This is an alternative for weighing loads 
with non-standard dimensions and shapes. 
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Model Max Readability Cal/Adj Pan size * Packaging  N/G weight MSRP  Dealer Price 

WLC 1/A2 1 kg 0,01g External 195×195 mm 470×380×336 mm 2,8/4,3 kg 540 USD 270 USD 

WLC 2/A2  2 kg 0,1 g External 195×195 mm 470×380×336 mm 2,8/4,3 kg 520 USD 260 USD 

WLC 10/A2 10 kg 0,1 g External 195×195 mm 470×380×336 mm 2,8/4,3 kg 570 USD 285 USD 

WLC 20/A2 20 kg 0,1 g External 195×195 mm 470×380×336 mm 2,8/4,3 kg 610 USD 305 USD 

WLC(WPT) 6/F1 K/R       6 kg 0,1 g External 290x360 mm 570×390×170 mm 5,2/6 kg 750 USD 375 USD 

WLC(WPT) 30/F1 K/R 30 kg 1 g External 290x360 mm 570×390×170 mm 5,2/6 kg 850 USD 425 USD 

WLC(WPT) 60/C2 K/R     60 kg 1 g External 400x500 mm 720×580×220 mm 12,5/15 kg 900 USD 450 USD 
 
* WPT scales : Pan Size 300x300mm Prices and technical details are subject to change without  notice. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 




