
Cat. No. Ordering Specifications

5010 OSMETTE III Laboratory Osmometer, for 10 μl  sample size, solid-state, fully 
automatic, LED readout, keypad, printer & statistical package, RS-232.  Comes with 
instruction manual, 1 125 mL bottle each of 100, 500, 1500 and 2000 mOsm/kg 
calibration standards, 1 pk of CON-TROL™ 290 Ampules, a 10 μl Pipette, a sample 
pk 10 μl disposable pipette tips and CLEANETTEs™ (500 of each), a pk of 10 μl 
Teflon pipette piston replacements, test tube rack, sample pkg of 50 μL disposable 
test tubes with caps, 1 roll printer paper, printer ribbon.  Shipped assembled and 
ready to use.  (115V*, 50/60 Hz)

5010B OSMETTE III with bar code reader and software.

ACCESSORIES

2015 Probe 
2025 10 μl Pipette 
2036 10 μl Teflon Tip Replacements for 2025 Pipette, 2/pk 
2037 10 μl Piston Replacement for 2025 Pipette 
2046 Protective Tips, 5/pk 
2048 10 μl Pipette Tips & CLEANETTES, 1000 ea/pk 
2053 Roll Printer Paper, 4/pk 
2075 Printer Ribbon 
2097 Instruction Manual for OSMETTE III Model 5010 
5014 Bar Code Reader & Software 

2101 Standard Solution, 100 milliosmoles, 125 ml bottle 
2103 Standard Solution, 300 milliosmoles, 125 ml bottle 
2105 Standard Solution, 500 milliosmoles, 125 ml bottle 
2109 Standard Solution, 900 milliosmoles, 125 ml bottle 
2110 Standard Solution, 1000 milliosmoles, 125 ml bottle 
2111 Standard Solution, 1100 milliosmoles, 125 ml bottle 
2115 Standard Solution, 1500 milliosmoles, 125 ml bottle 

2201 CON-TROL 100, 100 mOsm Reference Solution, 5 ml ampules 12/pk 
2202 CON-TROL 290, 290 mOsm Reference Solution, 5 ml ampules  

   including 10 of 290 mOsm plus 1 each of 100 & 500 mOsm
2205 CON-TROL 500, 500 mOsm Reference Solution, 5 ml ampules 12/pk 
2215 CON-TROL 1500, 1500 mOsm Reference Solution, 5 ml ampules, 12/pk 
2263 CON-TROL Cal Pack, 4 each: 100, 500 & 1500 mOsm - 5 ml ampules 


