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PRECISION BALANCES – STANDARD LINE – PS.R1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

PS.R1 series balances represent a new standard of precision balances. They feature a new, 
readable LCD display which allows a clearer presentation of the weighing result. Besides, the display 
has a new text information line allowing to show additional messages and data, e.g. product name or 
tare value.  

New PS.R1 balances, like previously designed PS series balances, have pans in two possible 
dimensions: 128x128 mm or 195x195 mm. Balances with a smaller pan have a draft shield. They 
were equipped with the system of external mass adjustment. 

PS.R1 balances feature several communication interfaces: 2 x RS 232, type A USB, type B USB and 
optional WiFi. 

The balance may cooperate with computer by means of USB interface supposing a supplementary 
software has been installed (respective driver). The said driver may be downloaded from RADWAG 
website – SOFTWARE link or SUPPORT section. 
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Model Max Readability Cal/Adj Pan size Packaging  N/G weight MSRP  Dealer Price 

PS 360.R1 360 g 0.001 g External 128x128 mm 470×380×336 mm 3,5/5,5 kg 840 USD 420 USD 

PS 1000.R1 1000 g 0.001 g External 128x128 mm 470×380×336 mm 3,5/5,5 kg 920 USD 460 USD 

PS 2100.R1 2100 g 0.01 g External 195×195 mm 470×380×336 mm 3,6/5,5 kg 820 USD 410 USD 

    PS 4500.R1 4500 g 0.01 g External 195×195 mm 470×380×336 mm 3,6/5,5 kg 880 USD 440 USD 

PS 6000.R1 6000 g 0.01 g External 195×195 mm 470×380×336 mm 3,6/5,5 kg 1 080 USD 540 USD 

WiFi          + 100 USD 
Prices and technical details are subject to change without notice. 

 
   




