
PLASTEC 30

A B C Ø D E F G H L M P Y Y1 Z X X1 X2

11.81 17.72 14.69 9.84 4.61 4.41 7.80 1.38 4.33 4.72 21.26 9.45 8.66 18.11 14.57 3.54 18.11

* Pictures and dimensions non-contractual
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CW POSITION CCW POSITION

PLASTEC 30

CCW 360 CCW 45 CCW 90 CCW 135 CCW 180 CCW 225 CCW 270 CCW 315 

CW 360 CW 45 CW 90 CW 135 CW 180 CW 225 CW 270 CW 315 

Discharge positions - View from inlet side

Dimensional data
Metal stand is optional - Motor size may vary upon model 

www.PlastecVentilation.com



PLASTEC 30
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Flow rate (CFM)

PLASTEC 30

* Acoustic pressure Lp at 10 feet - Outlet acoustic data available on request

Inlet sound
Qv SP LwA LpA *

RPM (CFM) (inWg) dB(A) dB(A) 63 125 250 500 1000 2000 4000 8000

1140 1146 1.24 76 56 91 86 76 73 70 66 61 56

1725 1734 2.84 85 65 100 95 85 82 79 75 70 65

Octave band (Hz)

1140 RPM
3/4 HP - 0.55 kW

730 RPM

930 RPM

1300 RPM

1450 RPM

1600 RPM

1725 RPM
1.5 HP - 1.1 kW

Model P30-4

Model P30-6

Standard 60 Hz
50 Hz or frequency variation
Dynamic pressure
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